
STEEL FLOOR  
FASTENERS™
• CONNECTIONS FOR BAR GRATING & STEEL FLOORING

• INSTALLS EASILY WITH ONE SIDE ACCESS

• NO SPECIAL TOOLS OR SKILLED LABOR REQUIRED 

• ALLOWS EASY REPOSITIONING & REMOVAL OF FLOORING
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GrateFix is a heavy-duty clamp that allows open floor grating to be 
clamped to the supporting steel from the topside only. The GrateFix 
features a cast bottom piece that provides additional strength to clamp 
on to the steel flange. The GrateFix is available in several different styles 
to suit the grating dimensions and the application. 

Pressed Top Bracket – Stainless Steel to EN 10088 Grade 1.4301 (AISI 304) 
Cast Bottom Bracket – Stainless Steel to ASTM A743 Grade CF-8 (S30400)

Pressed Top bracket – Material: Mild steel to EN 10025 grade S275 
Cast Bottom Bracket – Material: Malleable iron to BS 1562: Grade EN GJMB-300-06 
Both finished in – Mechanical Galv to ASTM B695

GF3S08

STEP 1

Pressed Top Bracket – Stainless Steel to EN 10088 Grade 1.4401 (AISI 316) 
Cast Bottom Bracket – Stainless Steel to ASTM A743 Grade CF-8M (S31600)

GF1S08

STEP 2 STEP 3

Product 
Code Material/Finish Screw 

Dia.
Flange

Thickness, T
Grating Bar Depth

Grating Bar Width Grating Bar
Spacing

Body 
Width

Tightening Torque 
(ft lb)Min. Max.

GF3S08 304 Stainless Steel 5/16″ 1/8 - 3/4″ 7/8″ 1-1/2″ 5/16″ - 3/8″ 3/4″ - 1-7/8″ 5/8″ 4

GF1S08 316 Stainless Steel 5/16″ 1/8 - 3/4″ 7/8″ 1-1/2″ 5/16″ - 3/8″ 3/4″ - 1-7/8″ 5/8″ 4

GF1G10 Galvanized Malleable Iron 3/8″ 1/8 - 3/4″ 3/4″ *2″ minus T 1/8″ - 1/4″ 1-3/16″ 3/4″ 8

GF1G10-75 Galvanized Malleable Iron 3/8″ 1/8 - 3/4″ 1-5/8″ *2-5/8″ minus T 1/8″ - 1/4″ 1-3/16″ 3/4″ 8

GF1G10-90 Galvanized Malleable Iron 3/8″ 1/8 - 3/4″ 2-1/8″ *3-1/8″ minus T 1/8″ - 1/4″ 1-3/16″ 3/4″ 8

GF1G10-100 Galvanized Malleable Iron 3/8″ 1/8 - 3/4″ 2-5/8″ *3-5/8″ minus T 1/8″ - 1/4″ 1-3/16″ 3/4″ 8

GF1G10-110 Galvanized Malleable Iron 3/8″ 1/8- 3/4″ 3-1/8″ *4-1/4″ minus T 1/8″ - 1/4″ 1-3/16″ 3/4″ 8

* Grating Bar Depth is variable dependent on thickness of the flange.

GF1G10 (All Lengths)

Tighten the screw 
and ensure that 
the lower casting 
rotates until one of 
the steps locates 
on the bearing bar.

Slide the  
GrateFix towards 
the supporting 
steelwork flange 
as far as it will 
go to ensure 
maximum 
clamping force.

Lower the 
GrateFix through 
the open part 
of the grating, 
ensure the 
bracket is seated 
over the adjacent 
bearing bars.

Custom solutions also available. Please contact LNA Solutions for more information.

GRATEFIX®

FEATURES & BENEFITS
• Mechanical Galvanized Malleable Iron 
• Stainless Steel Grade 304 and 316
• Easily installed from the top side only
• No drilling, tapping, or welding required
• Allows easy repositioning or lifting of grating
• No special tools or skilled labor required
• No access to the underside required
• Tested for vibration conditions at TÜV

INSTALLATION

STEEL FLOOR FASTENERS™



Product Code Screw
 Dia.

Flange
Thickness, T

Grating Bar 
Spacing Grating Bar Depth 

Min. Max. Max.

GRAT 1G08 5/16″ 1/8″ – 3/4″ 1-3/16″ 1-5/8″ 2-1/4″ minus T

Product Code Bolt Diameter Grating Thickness Tightening Torque
(ft. lb.)

KSGG-1A 1/4″ 1″ 5

KSGG-1B 1/4″ 1 1/4″ 5

KSGG-1C 1/4″ 1 1/2″ 5

THE GRATING CLIP

FEATURES & BENEFITS

• Hot-Dip Galvanized BS EN ISO 1461
• Manufactured from Ductile Iron to BS EN 1563

FASTENS BAR GRATING TO STRUCTURAL MEMBERS
The G-Clip GG fastener is a galvanized, carbon steel grating fastener for securing 
steel grating to existing steel. Hand tools can be used for ease of installation.  
To install, simply drop the clip in place above the grating, slide the clip toward the 
beam flange, and tighten the G-Clip fastener using a 7/16˝ nut driver. Clips are also 
available in stainless steel for more corrosive environments.

G-CLIP GG

FEATURES & BENEFITS

• Hot-Dip Galvanized BS EN ISO 1461
• Manufactured from Ductile Iron to BS EN 1563

The Grating Clip is the most common style of clip used for clamping down 
open steel flooring. It provides a quick and cost effective method of clamping. 
It is Hot-Dip Galvanized and comes standard with a top bracket to suit 1-3/16″ - 
1-5/8″ CTRS grating bars.

STEEL FLOOR FASTENERS™



PLATE PREPARATION

FloorFix HT has been tested for vibration conditions to simulate the 
most common applications where the clamps would be used, e.g. 
walkways, machine shops, and press shops. Please ask our technical 
department for a copy of the certificate, should you require one. 

Product Code Screw Diameter
Floor Plate Thickness Steel Flange Thickness Tightening Torque

(ft lb)min max min max

FLOORFIXM08HT 5/16″ 1/8″ 1/2″ 1/8″ 1″ 15

FLOORFIXM10HT 3/8″ 3/16″ 1/2″ 1/8″ 1″ 18

FLOORFIXM12HT 1/2″ 1/4″ 1/2″ 1/8″ 1″ 22

FEATURES & BENEFITS

•	 Allows for +/- 1/4″ construction tolerance

•	 Can clamp up to 1″ thick steel as standard

•	 Hot-Dip Galvanized finish as standard

•	 Easily installed from the top side only

•	 No drilling, tapping or welding required

•	 Allows easy repositioning or lifting of floor plate

•	 No special tools or skilled labor required

•	 No access to the underside required

•	 Tested for vibration conditions at TÜV

FLOORFIX® HT

FloorFix HT has been developed following customer feedback to 
provide a clamp with increased functionality to suit a wider range 
of applications. FloorFix HT is designed to clamp flooring plate to 
supporting steel from the topside only without the need for time 
consuming on-site drilling, tapping, bolting or welding.  

It works on a cam mechanism that can be operated using a basic 
hexagon key drive. FloorFix HT is so named because it allows steel 
erectors a high degree of tolerance. It retains all the benefits of 
our widely renowned original design but is far more user friendly. 
FloorFix HT allows for floor plates to be connected to new steel 
that is erected within +/- 1/4″ of its intended position. It is capable 
of connecting to steel flanges from 1/8″ - 1″ without the need for 
additional packing pieces.

STEEL FLOOR FASTENERS™

(0.59″ for standard FloorFix)



Product Code Screw Diameter 
Floor Plate Thickness Steel Flange Thickness 

Tightening Torque
(ft lb)

min max min max

FLOORFIXMO8 5/16″ 1/8″ 1/2″ 1/8″ 5/8″ 15

FLOORFIXM10 3/8″ 3/16″ 1/2″ 1/8″ 5/8″ 18

FLOORFIXM12 1/2″ 1/4″ 1/2″ 1/8″ 5/8″ 22

FLOORFIX®

FEATURES & BENEFITS

• Installation from one side only
• Manufactured from Ductile Iron
• Hot-Dip Galvanized
• Allows for easy maintenance

STEP 1 Assemble the FloorFix HT to the underside of the floor plate 
making sure the markings “THIS WAY UP” are facing the underside. 
Loosely tighten the bolt making sure the flat edge of the clamp is in 
line with the edge of the steel it is going to connect to. 

STEP 2 Lower the plate in to position over the supporting steelwork.

STEP 3 Once the floor plate is in the desired position, rotate the 
countersunk bolt one full turn counter-clockwise.

STEP 4 Tighten the countersunk screw until the plate is secured. 
For guaranteed performance, use the recommended tightening 
torques given in the table on page 34.

NOTE 1 We recommend using the 1/2″ version when vibration 
conditions are incurred as this can be tightened to a higher torque.

NOTE 2 If the steel being connected to is thicker than 1” then we can 
supply packers and a longer bolt to increase the clamping range.

FLOORFIX® HT INSTALLATION INSTRUCTIONS

STEEL FLOOR FASTENERS™



Product Code Stud Diameter Stud ;ength Body Width

KSGM-12 1/2″ 3″ 7/8″

The lower body assembly is constructed with a specially designed stamped 
wing component that keeps a 1/2˝ nut from turning.

FEATURES & BENEFITS

• Hot-Dip Galvanized BS EN ISO 1461
• Manufactured from Ductile Iron to BS EN 1563

MOUNTS DEVICE ONTO FLOOR GRATING
The G-Clip GM fastener is a galvanized steel fastener used to mount devices onto 
the grating surface. The G-Clip GM fastener consists of three parts; the stamped 
top, threaded stud, and the lower body assembly. The lower body assembly holds 
in place a 1/2˝ nut, making installation hassle-free. Install using a spanner wrench 
or an adjustable open end wrench to tighten in place. This clip eliminates the need 
for J-bolts. The G-Clip GM fastener can withstand 1,000 lbs. of direct upward pull 
force with no distortions. 

G-CLIP GM

Note: Tighten to 80 in-lbs

STEEL FLOOR FASTENERS™



LNA Solutions, Inc.

100 Stradtman St. 
Buffalo, NY 14206

Tel: 888-724-2323
Fax: 734-677-2339
Email: inquiries@LNAsolutions.com 

LNAsolutions.com

LNA Solutions are authorized users of BEAMCLAMP and BOXBOLT, registered trademarks of Access Technologies Limited, a subsidiary of Kee Safety International 
Ltd. While every effort has been made to ensure the accuracy of the information contained in this leaflet Access Technologies Limited cannot be held responsible 

for any errors or omissions. Access Technologies Limited reserve the right to alter or withdraw products without prior notice. Access Technologies Limited accept no 
responsibility for any loss or damage arising from improper use of their products. 
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